
 

                                Product Details 

High Range Water reducing Super Plasticizer.                           IS: 9103 

 ASTM C-494 

ADVANTAGES: 

• Increase strength, high early and ultimate strength, if water reduction is taken. 

• Use in pre-cast concrete work. 

• Safe in priestesses concrete. 

• Improves cohesion and thus aids pumping of concrete. 

• Facilitates rapid placing of concrete and with little or no vibration. 

• Makes the concrete denser, hence durability increased. 

• Safe with mortar grouts. 

• High water reductions up to 35%.    

 
PRODUCT:  
DONCRETE-N3 is a high range water reducing admixture for M-35, M-40 & M-45 grade of 

concrete conforming to BS 5075: Part-3 and ASTM C-494 type F, IS:9103  
 
COMPOSITION: DONCRETE-N3 is a non-toxic brown liquid based on organic-polymer. 

 
PURPOSE: To produce high strength concrete and flowing concrete without addition of 
water.  Enables high water reduction up to 35% leading to high early and ultimate strengths. 
Ideal in pre-cast concrete works. 
 
DOSAGE: 0.5-1.00 Ltr. per 50 kg cement. However, the optimum dosage should be 

determined by site trials. 
 
DESCRIPTION: DONCRETE-N3 is supplied as brown liquid based on sulphonated 

naphthalene formaldehyde condensates. The powerful dispersing action of super plasticizers 
can be used in many ways to obtain dense, high strength durable concrete (M400 & M450). 
The high water reduction up to 35% make DONCRETE-N3 ideal for use in pre-cast concrete 
where high early strengths are of paramount importance. It is chloride free. 
 
INCREASED WORKABILITY: DONCRETE-N3 when incorporated in concrete mixes 
increases the workability without addition of water, thus leading to easy placement and 
finishing without the risk of segregation and bleeding. 
INCREASED STRENGRH: DONCRETE-N3 can be used to reduce to 20% water for a given 

workability leading to increase in high early and ultimate strengths. Such high early strengths 
and early stripping of form work lead to increased productivity on pre-cast concrete and the 
production of higher strength concrete without increasing cement content. 

TYPICAL PROPERTIES:  

Physical state       : Brown liquid 

Specific gravity    : 1.103+/-0.015 at 27
o
C 

Chloride content  : Nil. 
Air entrainment  : Less then 1% additional air entrainment. 
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DONCRETE-N3 



 
USES: DONCRETE-N3 can be used with all types of Portland cements and is chloride free. 
It has no significant effect on setting times at normal dosage levels. It can be used in mortar 
grouting of priestesses wires. 
 
INSTRUCTIONS FOR USE: The normal dosage is 0.5-1.00 ltrs. Per 50kg. Cement however, 

higher dosage can be used up to 1.00 ltr. with suitable changes in the mix especially sand to 
avoid segregation if no water reduction is made. 
 
OVERDOSING: Overdosing up to double the normal dosage levels may be lead to 

retardation of setting times & may tend to segregate and produce ultra fluid concrete. 
 

STORAGE LIFE: Minimum one year if stored below 50oC in original sealed containers. If 
allowed to stand for a long time, contents should be stirred before use. 
 
HANDLING PRECAUTION: DONCRETE-N3 is non toxic, however, splashes on the skin 

should be washed well with water and if contact with eye occurs wash well with water and 
seek medical advice. 
 
HOW TO SPECIFY: DONCRETE-N3 concrete super plasticizer shall be used accordance 
with the instructions of Don Building Chemicals India Pvt. Ltd. and dosage as determined at 
site. 
 
OUR RANGES INCLUDES: 
Doncrete Grout-Non-shrink, free flow, cementations grout. Concrete Bond-Epoxy coating, 

orders, grouts, sealants & self leveling floors 
DOn-TOP- Industrial, abrasion & high were resistant, non-metallic flooring system 
DOn-PT- Anti carbonation, protective & decorative exterior coating. 

                  
     PACK SIZE: 1, 50, 250 Kg. containers. 

 

 

 

 

 

 

 

 

 
                                     TECHNICAL COLLABORATION WITH 

 

                                                                                                 
 

Don Building Chemicals (India) Pvt. Ltd.                    Doncrete USA Inc. 

B-111-112, Santosh Complex, Vibhuti Khand,            Governors Hwy 292, PA-8, Oil City  

Gomti Nagar, Lucknow- 226010                                   PA-United States- 24601           

E-mail:donbuildingchemicals@yahoo.com                     E-mail: help@doncreteusa.com 

Website: www.donbuildingchemical.com                       Website: www.doncreteusa.com 

 

DONCRETE-N3 

  
  
  
  
  
  
  
  
  
  
  
  
  

  
 D

O
N

C
R

E
T

E
 –

N
3
  
  
  
  
  
  
  
  
  
  
 H

IG
H

 R
A

N
G

E
 W

A
T

E
R

 R
E

D
U

C
IN

G
 S

U
P

E
R

 P
L

A
S

T
IC

IZ
E

R
 

 

mailto:donbuildingchemicals@yahoo.com
http://www.donbuildingchemical.com/

	Product Details
	High Range Water reducing Super Plasticizer.                           IS: 9103
	TECHNICAL COLLABORATION WITH
	Website: www.donbuildingchemical.com                       Website: www.doncreteusa.com

