
 
                   Product Details 
Retarded with Plasticizing Properties        IS : 9103 

 
GENERAL:  
DONCRETE-R1 is a retarded and plasticizer, formulated to delay the initial set rate of 

concrete, and increase workability. It is recommended for pilings, priestesses concrete work, 
bridge building, ready mixed, and mass concrete. Conforms to IS: 9103, BS: 5075. 
 
ADVANTGES :- 
The use of DONCRETE-R1 enables, successive batches of concrete to set at the same time, 
and eliminates the risk of cold joints in monolithic structures. It also resists the accelerating 
effect in high temperatures, and there by reduces the possibilities of thermal cracking. It 
permits transportation of ready mixed concrete over long distances, and increases the time 
factor for placing an compaction. 
The application of DONCRETE-R1 will also improve the 7 and 28 days compressive 

strengths of the placed concrete.  
DONCRETE-R1 complies with ASTM C 494. Type-T 
 
INSTRUCTIONS OF USE : 
DONCRETE-R1 can be admixed with all types of standard cements. It should be added 
during the mixing operation by means of suitable dosing devices and, if necessary, be added 
to the gauging water. 
The result of DONCRETE-R1 can be best assessed after preliminary tests on site. This 

should be carried out using the actual cement and aggregates required, and in such 
temperatures that will be used during placing and in accordance to setting time necessary. 
Preliminary trials are required to establish the suitable dosage in individual cases.  
 
TECHNICAL DATA: 
Type of Admixture :  Retainer  
Base   :  High molecular based polymer.  
Form    : Liquid chloride-free 
Dosages   : 0.2-0.5 Liter per bag of cement   
Storage and Shelf Life  : To be stored in original containers, protected against   

sunlight and frost. Shelf life one year shake well before 
use. 

 
      Pickings   : 10, 20, 50, 250 Kg. drum. 
 
                                            TECHNICAL COLLABORATION WITH 

 

                                                                                                    
 

Don Building Chemicals (India) Pvt. Ltd.                    Doncrete USA Inc. 

B-111-112, Santosh Complex, Vibhuti Khand,            Governors Hwy 292, PA-8, Oil City  

Gomti Nagar, Lucknow- 226010                                   PA-United States- 24601           

E-mail:donbuildingchemicals@yahoo.com                     E-mail: help@doncreteusa.com 

Website: www.donbuildingchemical.com                       Website: www.doncreteusa.com 
 

DONCRETE-R1 
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