
Product Details 

Micro reinforcement fibers for plasters and concrete 
 

DESCRIPTION: 

DON FIBER are precision cut polypropylene fibers in two sizes of 6 mm and 12 mm which 

are used in plasters and in floor screeds to produce crack free and durable wall plasters, 

concrete panels and durable floor screeds. DON FIBER are milky white strands of poly 

propylene supplied in 6 mm lengths. The smaller 6 mm ones are used in plaster mixes where 

as the longer 12 mm ones are used in floor screeds.  

 

ADVANTAGES: 
 

1. DON FIBER make the plasters and screeds crack free.  

2. DON FIBER improve the compressive, tensile, and flexural strengths of mortars and 

screeds concretes.  

3. When used in floor screed DON FIBER increases the abrasive strength and hence long life 

of the industrial floors.  

4. DON FIBER are non corrosive hence long life of plaster and screeds.  

 

DIRECTION FOR USE:  

1. In mortar mixes add 125 gms of 6mm DON FIBER per bag of 50 kg cement for achieving 

crack free internal and external plasters.  

2. In floors screed add 125 gms of 12 mm DON FIBER per 50 kg bag of cement for 

achieving a crack free and aberration resisting floors.  

 

PRIMARY USES: 

 

DON FIBER are used as an additive in mortars for making crack free internal and external 

plasters of buildings. DON FIBER are also used as an admixture in floor screed concrete for 

making crack free and aberration resisting floors. As a secondary reinforcement, in large bays 

of concrete to get over surface cracks.  

 

PROPERTIES: 

Specific gravity  :  0.9 

Water absorption   :  Nill 

Fiber lengths for mortars  : 6 mm  

Fiber lengths for concrete  :  12 mm 

Resistance to alkalis  : Good  

Resistance to acids  : Good  

Biological resistance  : Good  

Young’s modulus   : 3.5 Kg/mm Sq 

Chemical resistance  : Excellent.  
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DOSAGE: 

125 gms per 50 kg bag of cement. 

 

QUALITY ASSURANCE: 

All “DON” branded products are manufactured under strict quality control supervision as per 

exact manufacturing specifications. Should you find the be heavier of the product varying 

from the claims in the data sheets please stop the use of the product and contract the nearest 

“DON” staff or distributor. 

 

STATEMENT OF RESPONSIBILITY: 

“DON” branded products when used in accordance with the current published directions for 

use, perform as per their data sheets/catalogues. The manufacturer and the distributor will not 

be responsible for other materials and conditions of inferior workmanship. 

 

Pack: 125 Gm. packing. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                  TECHNICAL COLLABORATION WITH 
 

                          

                                                                                              
 

Don Building Chemicals (India) Pvt. Ltd.                    Doncrete USA Inc. 

B-111-112, Santosh Complex, Vibhuti Khand,            Governors Hwy 292, PA-8, Oil City  

Gomti Nagar, Lucknow- 226010                                    PA-United States- 24601           

E-mail:donbuildingchemicals@yahoo.com                   E-mail: help@doncreteusa.com 

Website: www.donbuildingchemical.com                    Website: www.doncreteusa.com 
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