
 
              Product Details 
Chloride-free, Water Reducing and Air Entraining Agent  

 

GENERAL:  

DONCRETE-NEA is a high performance, chloride-free water reducing cum air entraining 

agent for mortars, concrete all lightweight aggregate mixes. DONCRETE-NEA is a concrete 

plasticizer and water reducing agent used to produce concrete of good workability. 

DONCRETE-NEA is suitable for both, site produced and ready mix concrete where high 

workability is required. 

The introduction of DONCRETE-NEA brings about improvement in workability on account 

of its plasticizing properties, cohesion, and in resisting freezing and thawing cycles by the 

entrainment of innumerable microscopic air bubbles of suitable size and spacing, evenly 

distributed throughout the matrix. 

 

DONCRETE-NEA lowers the surface tension of the mixing water. As a result there is 

considerable reduction in the amount of mixing water required. The plasticizing nature of air 

entrainment assists in producing a dense, uniform, close textured surface, free from gravel 

nests and honeycombing. It is compatible with all types of cements, sands and avoids 

efflorescence and bleed in concrete.  

 

ADVANTAGE: 

• Improves workability, thus improving compaction. 

• Reduces water cement ratio, there by increasing strength. 

• Increases resistance of mortars to attack by deicing salts and freeze-thaw cycles.  

• The concrete produced with DONCRETE-NEA is homogeneous and free from bleeding.  

• Air entrainment of microscopic bubbles assists in producing cohesive concrete which 

reduces segregation.  

 

FIELDS OF APPLICATION:  
• DONCRETE-NEA is especially suitable for preparation of plaster and masonry mortars. 

• It can be effectively used as an admixture for concrete prepared at site, ready mix 

concrete and light weight aggregate concrete. 

• DONCRETE-NEA is particularly suited for pre-cast industry. 

• Addition of DONCRETE-NEA avoids honey combing. 

 

INSTRUCTIONS FOR USE: 

DONCRETE-NEA should be used or added during the mixing operation. It is necessary to 

carry out a preliminary site trial to determine the amount of air entrained in fresh concrete or 

mortars. The dosages of DONCRETE-NEA depend upon the flow and air entrainment 

required. Preliminary trials should be conducted at site to determine the optimum dosage. 

After addition of the DONCRETE-NEA concrete should be thoroughly mixed so as to 

achieve a uniform consistency and homogeneity.  
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TECHNICAL DATA: 

Type of Admixture  :           Water reducing and air entraining agent  

Form   :   Liquid, chloride-free 

Dosage   :  Approximately 0.15 to .30 Ltrs Per 50 kg of cement.  

Storage:  Good   

Resistance to acids :  Store in original containers. Protect from direct sun         

                                                        Light and frost.   

SHELF LIFE   :  1 year 

 

PACKING   : Liquid: 220 kg drums, 30 kg containers, powder: 25 kg sacks. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
                                                                  
                                          TECHNICAL COLLABORATION WITH 

 

                                                                                                    
 

Don Building Chemicals (India) Pvt. Ltd.                    Doncrete USA Inc. 

B-111-112, Santosh Complex, Vibhuti Khand,            Governors Hwy 292, PA-8, Oil City  

Gomti Nagar, Lucknow- 226010                                   PA-United States- 24601           

E-mail:donbuildingchemicals@yahoo.com                     E-mail: help@doncreteusa.com 

Website: www.donbuildingchemical.com                       Website: www.doncreteusa.com 
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