DONCRETE-GS

Product Details
Plasticizing and Accelerating Compound for Concretes and Mortar

DONCRETE-GS is a chloride-free accelerator for all types or concrete and mortars.
DONCRETE-GS is supplied in both powder and liquid forms. DONCRETE-GS accelerates the
setting time of the admixed concretes or mortars thereby providing multiple advantages.

The use of DONCRETE-GS permits concreting at temperatures ranging down to -100C.
DONCRETE-GS increases the rate of hydration and lowers freezing point of fresh concrete.
DONCRETE-GS has inherent plasticizing properties in addition to accelerating effect.
DONCRETE-GS can be suitably used as an admixture for all types of concretes such as
reinforced, priestesses and pre-cast concretes.

DONCRETE-GS is used at construction sites as well as in transportation of ready mixed
concrete. Its excellent accelerating properties can be best availed at pre-cast concrete yards, for
rapid dumfounding of shutters, despite low temperatures.

ADVANTANGE:

DONCRETE-GS produces concretes suitable for placement in relatively cooler atmospheric
conditions assuring an uninterrupted continuation of work. The tendency of concrete to exhibit
efflorescence is strongly suppressed by the use of DONCRETE-GS.

DONCRETE-GS combines with soluble salts present in wet cement paste and reacts chemically
to lower the freezing point of fresh concrete. It simultaneously brings about acceleration in
setting time even at low temperatures. The use of DONCRETE-GS plasticizes the mix, enabling
reduction of water and subsequent increase in strength.

For achieving the best results, gauging water must be kept to a minimum to obtain a dry
consistency. DONCRETE-GS makes the mix homogenous and ensures good pump ability. It
avoids sudden congregation.

INSTRUCTIONS FOR USE:

DONCRETE-GS can be used with all types of normal cements. The addition of
DONCRETE-GS should be done in the course of mixing operation of concrete by means of
suitable dosing devices.

DONCRETE-GS can also be added to the gauging water. Under normal circumstances
DONCRETE-GS enables quicker dumfounding of formworks.

DOSAGE:

Since the rate of acceleration of setting of concrete depends on various factors like quality of
cement, grading of aggregates, working temperatures etc. a preliminary test under site
conditions is essential to determine the exact proportion of DONCRETE-GS, to be added to
achieve maximum results. At air temperatures upto-100C, DONCRETE-GS should be added
at a rate of 600ml per bag of cement.
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DONCRETE-GS

PRECAUTIONS:

. Keep gauging water to a minimum.

. Do not use frozen aggregates.

. Areas to be concreted should be free from ice.

»  Fresh concrete should be so sheltered as to ensure the preservation of heat of hydration

evolved.

Form : Liquid and powder, chloride-free

Dosage : Depends upon application, see above.

Storage and shelf Life: To be stored in original containers protected from direct
sun light and frost.

Packing : 1,100 and 250 Kg.
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TECHNICAL COLLABORATION WITH

Don Building Chemicals (India) Pvt. Ltd. Doncrete USA Inc.

B-111-112, Santosh Complex, Vibhuti Khand, Governors Hwy 292, PA-8, Qil City
Gomti Nagar, Lucknow- 226010 PA-United States- 24601
E-mail:donbuildingchemicals@yahoo.com E-mail: help@doncreteusa.com
Website: www.donbuildingchemical.com Website: www.doncreteusa.com
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